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(2) Cable Protection CR,

O Cable covering hose

Application:  softwall cable covering hose used in any indu-

strial application where a versatile hose is required, and for
welding machines

Temperature range:  -30°C (-22°F) to +80°C (+176°F)
CONSTRUCTION
Reinforcement:  high strength rubberized synthetic cord

Cover: black, smooth (wrapped finish) SBR rubber compound.

Also available:
@ Cable Isol, with insulating cover
@ Cable Protection CR, with chloroprene rubber
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O Cable cooling hose

Application:  softwall hose used as sleeve for cooling electri-
cal cables in automatic welding systems.

english

Temperature range:  -30°C (-22°F) to +80°C (+176°F)
CONSTRUCTION
Tube: black, smooth, SBRINR insulating rubber compound.

Reinforcement:  high strength synthetic cord.

Cover: black, smooth (wrapped finish) SBRINR rubber com-
pound; insulating and weathering resistant.

Electrical resistance:  >1x10° Q/m
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CableCoolingflex
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O [
cooling hose for electric
blast furnace

english

Application:  cable cooling hose specially designed for service
in steel mills, glass works, electric furnaces and all fields where
a hose resistant to heat radiation, open flame and splashes of
white-hot metals is required.

Temperature range:  -40°C (-40°F) to +80°C (+176°F)
CONSTRUCTION

Tube: black, smooth insulating, NR/BR rubber compound.

Reinforcement:  high strength synthetic cord plies; plus heat
resistant fabric nomex.

Cover: black, smooth (wrapped finish) CR rubber compound,
resistant to heat radiation and white-hot material.

Branding: continuous spiral bue brand “IVG ...”
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